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KTC

Fixed Adjustment Torque Wrench Torque adjustment method

i Tablel Table: 2
[Caution] Required tools (Extra) Special tool for end cap and Adjusting Screw
- Torque adjustment requires Special tool for end cap, Name No. ] Locking and
No. Special tool | Adjusting Screw
0 Torque tester, and Hex wrench. Special tool VZR63.18, isting So
- As of December 2020, KTC does not sell Torque testers. for end cap VZR63-25 GWO010-02T
- See Table 2 for application of Special tool for end cap. Hex wrench HLD100-6,HLD100-8 GWO025-02T VZRE3-18 Gmm
- Use a short monkey or plate ratchet to use the Special tool Short monkey WMS-24 GW025-03T
for end cap Plate ratchet RM22 GW050-03T
- KTC does not guarantee the torque value adjusted ¥ As of December 2020, GW100-04T
by the customer. KTC does not sell Torque testers. GW200-04T | VZR63-25 gmm
GW300-04T

[Torque adjustment method ]

(1) For the Special tool use the tool applied to the 6.35 (1/4”) mm hex
(2) Based on Fig. A, firmly fit the Special tool and end cap before use.
(3) Based on Fig. B, use a hex wrench to remove the locking screw.
(4) Based on Fig. B, use a hex wrench to turn the torque adjustment s
and set the torque.
(Clockwise: torque value increase, Counterclockwise: torque value
(5) Be sure to install the locking screw after adjusting the torque.

agon.

crew

decrease)

(6) Use a torque tester to check the accuracy of the adjusted torque value.

[Calibration certification service]

CW : Tighten
CCW : Loosen

Q Special tool for end cap

CW : Torque value Increase

CCW : Torque value Decrease

Hex Wrench

Locking
screw

Adjusting
screw

- When using the calibration certification service at KTC is requested , KTC will make an estimate after receiving the product.
- As a result of the quotation, adjustments and repairs may be required. In that case, an additional fee + parts fee will be charged.

- Ask your dealer for calibration certificate.

Table : 2 ‘
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Fig.B



